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ES-32E11C-C 
Series Total - Color 24/7 

Analog Eyeball Camera 2MP 
 

 
1/2.8” 2MP CMOS sensor 
TVI/AHD/CVI/CVBS video output 
10~20m white light range 
High quality 2.8mm lens 

Lightning protection up to 6kV 
Compatible with defogger /AGC/AWB/BLC/DWDR 
Protection index IP67 
 

 
 

Description 
Powered by a cutting-edge F1.0 large-aperture lens and warm white LED illuminators, ZKTeco's 24/7 Total Color Series camera presents a 
high-quality color image with rich details even in total darkness. It promises to deliver authentic identification 24 hours a day, 7 days a 

week. 

     It also provides a built-in UTC function to flexibly adjust the signal output between the four technologies to match third-party DVR 

brands in various brands. It is an ideal solution with a relationship between high performance and ease of installation for SMEs. 
 

Functions 
Full Color and Starlight 

   Integrated with a large aperture F1.0 lens and a 1/2.8” high performance sensor. With a higher amount of light absorbed and an     

   advanced image processing algorithm, the camera exhibits impressive low-light performance with an exceptional balance between noise  

   reduction and blurring of moving objects. With 2 warm white LED illuminators, it can provide a colorful and vivid image even in total  

  darkness. 

 

Long Distance Transmission  

Powered by industry-leading HD video loss technology, it supports transmission up to 500m/800m over separate RG59/RG6 

coaxial cables. 
 

Advanced 4 in 1 Technology  
Embedded with advanced 4-in-1 technology and equipped with integrated UTC chipset, they support flexible adjustment of HD 

analog signal output, such as TVI/AHD/CVI/CVBS. It's the ultimate solution for true plug-n-play to work with any brand of HD 

analog DVR seamlessly. 

 

Protection 

With its mechanical and robust metal casing design, IP67 rated could resist water and dust for a long time. Supports ±30% inp ut 

voltage tolerance and works safely under unstable power conditions. It performs well in various harsh outdoor environments 

with a working temperature range of -20°C to 60°C. 
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Technical Parameters  

Camera 

Model ES-32E11C-C  Effective Pixels 1920*1080 

Image Sensor 1/2.8” 2MP CMOS  LED No. 2 

Scan System Progressive White Light Distance 10~20m 

Minimum Lighting 0. 1Lux / F1.0(color) S/N Ratio >58.3dB 

Lens 

Focal Distance . mm 6mm Aperture F1.0 

FOV 101.6° 88° 

Video 

Video output TVI/AHD/CVI/CVBS AGC Supported 

Resolution 25/30fps@1080p Day Night Automatic 

Menu OSD Supported White Balance Supported 

BLC Supported Noise reduction 2D DNR 

WDR DWDR 

 
 

General 

Work temperature -20°C until 60°C Protection Index IP67 

Working Humidity 10 until 90% Dimension (L*W*H) 107 * 78 (mm) 

Power supply DC12V±10% Net weight 0.38kg 

Energy consumption <3.2W (LED off) Gross weight 0.48kg 

 

  Nomenclature 

Camera Model Description 

Analog Camera 2MP ES-32E11C-C Analog Eyeball Camera  2MP Color 24/7 

 Dimensions (mm) 
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